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AMENDMENT NO. 0007 TO RFP W912DR-04-R-0062
EFFECTIVE NOV 10, 2004

AMENDMENTS:

1) Amendment 0002, Item 1: Delete price schedule reissued by Amendment 0002 and
substitute the attached revised price schedule, dated Nov 08, 2004.

2) Amendment 0003, Item 2, SheetsC1.1.1, C1.1.1-A,C1.1.1-B,C1.1.1-C, C1.1.2, C1.1.2-
A,C1.1.2-B,C1.1.2-C, C1.1.2-D, and C1.1.2-E: Delete these sheets in their entirety as reissued
by Amendment 0003 and substitute the attached revised like-numbered sheets, dated 10/15/04.

SOLICITATION:

3) General: Thetime and date for receipt of proposals for this project is extended to 4.00
PM, local time, Dec 07, 2004. Revise Form 1442, Block 13a, of the Solicitation to reflect this
change.

SPECIFICATIONS:

4) Section 11161: Delete this section in its entirety as originally issued and substitute the
attached like-numbered section, dated Nov 08, 2004.

5) Section 02552A Paragraph 3.9: Delete this paragraph in its entirety.

6) Section 10505N, Paragraph 3.1: Immediately after this paragraph insert the following:

" 3.1.1 Handicapped Lockers

Assemble lockers indicated for use by the handicapped with the lowest shelf no lower than 230
mm above the adjacent finish floor, the top shelf no higher than 1220 mm above the adjacent
finish floor, and a handle mechanism satisfying the requirements of the Americans with
Disability Act (ADA)."

7) Section 11162:

a) Paragraph 2.1.2: Change "Height adjustments shall be divided 762 mm above
and 762 mm below the finish floor level” to "Height adjustments shall be 1524 mm below the
finish floor level."

b) Paragraph 2.1.4: Change "Minimum 9070 kilograms" to "Mini um 6800
kilograms'.

C) Paragraph 2.5.2: Change "NEMA 12 Scale Console Display” to "NEMA 1 Scale
Console Display".
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8) Section 13720:

a) Paragraph 1.2.1: Change the first sentence to “It shall provide LENEL
ONGUARD/PROGUARD system for Microsoft Windows NT and Windows 2000 access
control, alarm monitoring, 1D card production, and personnel management into asingle
seamlessly integrated software solution.”

b) Paragraph 1.2.2:

1) Change thetitle to "Intelligent System Controller Lenel Systems#LNL-
1000."

2) Change the fifth sentence to read "The I SC can store up to 175,000
cardholders and 1 million events.

3) Change the last sentence to read "Each device (LNL-1100, LNL-1200,
LNL-1300 or LNL-1320) uses one device address.”

C) Paragraph 1.2.3:

1 Change thetitle to "Single Reader Interface, Lenel Systems#LNL-1300".

2) Change the sixth sentence to read "Each SRI model isindividually
addressed or increased reporting capabilities with Proguard/Onguard software
applications.”

d) Paragraph 1.2.4:

1 Change thetitle to "Magnetic Card Access Readers, Lenel Systems#
LNL-2005W".

2) Change the second sentence to read "The readers shall be treated with an
anti-corrosion film and then coated with a tough abrasion resistant finish, with abeige
textured finish."

9) Section16415A.:

a) Paragraph 2.31: Immediately after this paragraph insert the following:

" 232 CABLETRAYS

Cable tray shall conform to NEMA VE 1, shall form awireway system, and shall be of nominal
75mm depth. Cables trays shall be constructed of aluminum. Trays shall include splice and end
plates, dropouts, and miscellaneous hardware. Edges, fittings, and hardware shall be finished free
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from burrs and sharp edges. Fittings shall have not less than the load-carrying ability of straight
sections and shall have manufacturer’s minimum standard radius. Radius of bends shall be
610mm.

2.32.1 Ladder

L adder-type cable trays shall be of nominal 230mm width. Rung spacing shall be on 150mm
centers.”

b) Paragraph 3.2.1.9: Immediately after this paragraph insert the following:
"3.2.1.10 Cable Trays

Cable trays shall be supported in accordance with the recommendations of the manufacturer but
at no more than 1830mm intervals. Contact surfaces of aluminum connections shall be coated
with an antioxidant compound prior to assembly. Adjacent cable tray sections shall be bonded
together by connector plates of an identical type as the cable tray sections. The Contractor shall
submit the manufacturer’ s certification that the cable tray system meets all requirements of
Article 392 of NFPA 70. The cabletray shall be installed and grounded in accordance with the
provisions Article 392 of NFPA 70. Data submitted by the Contractor shall demonstrate that the
completed cable tray systems will comply with the specified requirements. Cable trays shall
terminate 250mm from both sides of smoke and fire partitions. Cables run through smoke and
fire partitions shall be installed in 103mm rigid steel conduits with grounding bushings,
extending 305mm beyond each side of the partitions. The installation shall be sealed to preserve
the smoke and fire rating of the partitions. Penetrations shall be firestopped in accordance with
Section 07840 FIRESTOPPING."

DRAWINGS:

10)  SheetsG0.1.1,G0.1.2,C1.1.1,C1.1.2,C1.2.1,C1.2.2,C1.3.1,C1.3.2,C1.3.3, C1.3.3-B,
C1.34,C1.34-C,C3.1.1,C3.31,A31.1,A314,A7.10,51.1.2,51.1.4,51.1.6,S1.1.8, S5.1.1,
M4.0.3, M5.0.3, M6.0.1, M6.0.2, P5.0.1, F1.0.1, F1.0.2, F1.0.3, F1.0.4, F1.0.5, F1.0.6, F1.0.7,
F1.0.8, F5.0.1, E0.1.1, E0.1.2, EQ.2.2, E1.3.9, E1.4.2, E1.4.4, E1.4.6, E1.4.8, E1.4.9, E15.1,
E15.3,E155,E15.7, E45.4, E5.6.2, E5.6.3, E5.6.5, E5.6.6, E6.6.2, GO.1.2-A, GO.1.1-A,
Cl1.2-A,C1.2.2-A,C1.3.2-A,C1.34-A, C3.1.1-A, S1.1.8-A, F1.0.7-A, F1.0.8-A, E1.4.8-A,
E15.7-A,G0.1.1-B,C1.1.1-A,C1.1.2-B,C1.2.1-A, C1.2.2-B, C1.3.1-A, C1.3.2-B, C1.3.3-A,
C1.34-B,C3.1.1-B, S1.1.2-A, F1.0.1-A, F1.0.2-A, E1.4.2-A, E1.5.1-A, G0.1.1-C, C1.1.1-B,
Cl1.1.2-C,C1.2.1-B,C1.2.2-C,C3.1.1-C, G0.1.1-D, G0.1.2-D, C1.1.2-D, C1.2.2-D, C1.3.2-D,
C1.3.4-D, C3.1.1-D, G0.1.1-E, G0.1.2-E, C1.1.1-C, C1.1.2-E, C1.2.1-C, C1.2.2-E, C1.3.1-C,
C13.2-E, C1.3.3-C, C1.34-E, C3.1.1-E, G0.1.1-F, G0.1.2-F, F1.0.3-A, G0.1.1-G, G0.1.2-G,
C1.3.1-B, C1.3.2-C, C1.3.3-B and C1.3.4-C: Delete these sheetsin their entirety as originally
issued and substitute the attached revised like-numbered sheets, dated 10/15/04.
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11) General: Add the attached new SheetsC1.1.2-F, C1.1.2-G, C1.1.2-H, C1.1.2-1,
C1.1.2-J,Cl1.1.2-K, C.1.2.2F, C1.2.2-G, C1.2.2-H, C1.2.2-I, C1.2.2-J, C1.2.2-K, C1.3.1-D,
C13.1-E, C13.1-F, C1.3.1-B, C1.3.1-G, C1.3.2-C, C1.3.2-F, C1.3.2-G, C1.3.2-H, C1.3.2-I,
C1.3.2-J,C1.3.2-K, C1.3.3-D, C1.3.3-E, C1.3.3-F, C1.3.3-G, C1.3.4-F, C1.3.4-G, C1.3.4-H,
C134-1,C134-J, C13.4-K, C3.3.1-A, F1.0.1-B, F1.0.2-B, F1.03.-A, F1.0.4-A, F1.0.5-A,
F1.0.6-A, F1.0.7-B, F1.0.8-B, F5.0.1-A, M4.0.3-A, G0.1.1-H, G0.1.2-H, F1.0.1-C, F1.0.2-C,
F1.0.7-C, F1.0.8-C, G0.1.1-J, G0.1.2-J, G0.1.1-K, G0.1.2-K, G0.1.1-L, and G0.1.2-L, dated
10/15/04, to the drawings.

12)  Sheet A3.1.0, Detail 4/A3.1.0: Revisethisdetail as shown on attached Sketch SKE-9,
dated 10/15/04.

13) Sheet A1.3.0, Detail 7/A1.3.0: Revisethisdetail as shown on attached Sketch
SKE-8, dated 10/15/04.

14)  Sheet A2.1.0, Detail 1/A2.1.0, 2/A2.1.0: Revise detail reference “9/A7.1.0” to
“13/A3.1.4.

15)  Sheet A2.1.0A, Detail 1/A2.1.0A, 2/A2.1.0A: Revise detail reference “9/A7.1.0" to
“13/A3.1.4.

16) Sheet A2.1.0B, Detail /A2.1.0A, 2/A2.1.0A: Revise detail reference “9/A7.1.0" to
“13/A3.1.4.

17)  Sheet A4.1.0, Details 3/A4.1.0 & 4/A4.1.0: Add referenceto Details 8/A3.1.4 and
12/A3.1.4.

18) Sheet A4.1.1, Detail 4/A4.1.1: Delete detall initsentirety.

19)  Sheet A5.1.0, Detail 8/A5.1.0: Revisethisdetail as shown on attached Sketch SKE-7,
dated 10/15/04.

20)  Sheet A5.1.1, Detail11/A5.1.1: Change the number of panels on the dimension line from
6 panels @ 2438 to 5 panels @ 2438.
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ATTACHMENTS:

1) Revised Price Schedule, dated Nov 08, 2004.

2) Revised Section 11161, dated Nov 08, 2004.

3) Sketches SKE-7, SKE-8 and SKE-9, dated 10/15/04
4) Revise Sheets. Seelist above.

5)

New Sheets: Seelist above.
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PART | - THE PRICE SCHEDULE
SECTION 00010 - SUPPLIES OR SERVICES AND PRICES

PRICE SCHEDULE

ltem Description Estimated Unit Price Amount
No. Quantity

Attachment to accompany Amendment No. 0006 to RFP W912DR-04-R-0062, revised Nov 08, 2004

BASE BID ITEMS

0001 All costs in connection with the
construction of the General Purpose
Warehouse between grids A and G,
from grid 1 thru 31 (exclusive of grids 7
and 32), including all site work, complete
as shown on drawings and specified, but
exclusive of work covered under Base
Bid Items 0002 through 0008, and
Optional Bid Items 0009 through 0021
below. JOB LS $

0002 All costs in connection with the removal
and containerizing of groundwater
encountered during excavation,
including provision and maintenance of
a clean on-site 38,000 liter Baker tank,

complete as specified. JOB LS $
0003 All costs in connection with the sampling

and analysis of groundwater for disposal

purposes, complete as specified. 10 SAMPLE $ $
0004 All costs in connection for the permitting,

manifesting, transferring, transporting,

treatment and disposal of contaminated

groundwater encountered during

excavation, complete as specified. 10,000 LITER $ $

0005 All costs in connection with the steam
cleaning of contaminated Baker tank
and confirming clean with wipe samples,
complete as specified. 5 EA. $ $

0006 All costs in connection with the
permitting, manifesting, transferring,
transporting, treatment and disposal of
Baker tank sludge or residue, complete
as specified. 1,000 KG $ $

W912DR-04-R-0062
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PART | - THE PRICE SCHEDULE
SECTION 00010 - SUPPLIES OR SERVICES AND PRICES

PRICE SCHEDULE

ltem Description Estimated Unit Price Amount
No. Quantity
0007 All costs in connection with subgrade

stabilization consisting of

overexcavation, disposal and

stabilization of soft unstable subgrade

soils beneath exterior pavements and

pads, and interior pavements and slabs,

complete as shown on drawings and

specified (Payment Item No. 02722-1 as

specified in Section 02722.). 5,000 SM $ $

0008 All costs in connection with replacement
of unstable materials beneath wall
footing excavations (deeper than
elevation 107.9 meters), including
overexcavation, disposal and
stabilization of soft unstable subgrade
soils beneath wall footing
excavations deeper than elevation 107.9
meters, complete as shown on drawings
and specified (Payment Item No. 02315-
1 as specified in Section 02315.) 80 CM $ $

TOTAL ESTIMATED BASE BID AMOUNT $

W912DR-04-R-0062
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PART | - THE PRICE SCHEDULE
SECTION 00010 - SUPPLIES OR SERVICES AND PRICES

PRICE SCHEDULE

ltem Description Estimated Unit
No. Quantity

Price

Amount

OPTIONAL BID ITEMS

0009 All costs in connection with the
construction of the Air Line of
Communication (ALOC) equipment
including scissors lifts described in
Specification Section 11162, and related
weigh scales and controls, complete as
shown on drawings and specified. Pits,
power, conduits and pullboxes are
included in Base Bid Item 0001. JOB

0010 All costs in connection with the
construction of the General Purpose
Warehouse Card Access Security
System including CASS cabling and
electrical connections, complete as
shown on drawings and specified. Empty
conduits with pull strings, J boxes are
included in Base Bid Item 0001. JOB

0011 All costs in connection with the
reconstruction of “O” Avenue from 2™
Street to 3™ Street including associated
demolition, grading, paving, curbing, and
utility modifications, complete as shown
on drawings and specified. JOB

0012 Warehouse Option A. All costs in
connection with the construction of the
additional structural bay between Grids A
and G, from Grid 31 to Grid 32, including
associated loading dock and equipment,
and floor finish at dock door, sitework,
paving, foundations, roof framing,
mechanical and electrical systems
complete as shown on drawings and
specified. JOB

W912DR-04-R-0062
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SECTION 00010 - SUPPLIES OR SERVICES AND PRICES

PRICE SCHEDULE

Item
No.

Description Estimated Unit Price
Quantity

Amount

0013

0014

0015

0016

0017

Warehouse Option B. All costs in

connection with the construction of the

additional structural bay between Grids A

and G, from Grid 7 to Grid 8, including

associated loading dock and equipment,

and floor finish at dock door, sitework,

paving, foundations, roof framing,

mechanical and electrical systems

complete as shown on drawings and

specified. JOB

All costs in connection with the

construction of Electrical Duct Bank from

Primary Power manhole for Building

located near Administration Annex to

Primary Power manhole located at 2™

Street, complete as shown on drawings

and specified. JOB

All costs in connection with the

modifications to Buildings 5 & 6 including

associated grading, paving, temporary

docks, light fixtures, devices, and

connection to existing power complete as

shown on drawings and specified. JOB

All costs in connection with construction

of floor hardener at warehouse slab

between grids A and G, from grid 1 thru

31 (exclusive of grids 7 and 32), complete

as specified in Section 03300. JOB

All costs in connection with construction

of floor hardener at warehouse slab

between grids A and G, from grid 31 thru

32 (Warehouse Option A) complete as

specified in Section 03300. JOB

W912DR-04-R-0062
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SECTION 00010 - SUPPLIES OR SERVICES AND PRICES

PRICE SCHEDULE

Item
No.

Description Estimated Unit Price Amount
Quantity

0018

0019

0020

0021

All costs in connection with construction

of floor hardener at warehouse slab

between grids A and G, from grid 7 thru 8

(Warehouse Option B) complete as

specified in Section 03300. JOB LS $

All costs in connection with construction

of Pump House & Fire Loop, including

any resulting modifications to the service

risers and interior fire suppression system

between grids A and G, from grid 1 thru

31 (exclusive of grids 7 and 32) complete

as shown on drawings and specified. JOB LS $

All costs in connection with modifications

to the service risers and interior fire

suppression system between grids A and

G, from grid 31 thru 32 (Warehouse

Option A) resulting from the Pump House

& Loop option complete as shown on

drawings and specified. JOB LS $

All costs in connection with modifications

to the service risers and interior fire

suppression system between grids A and

G, from grid 7 thru 8 (Warehouse Option

B) resulting from the Pump House & Loop

option complete as shown on drawings

and specified. JOB LS $

TOTAL ESTIMATED BASE AND OPTIONAL BID AMOUNT $

NOTES TO OFFERORS

Offerors must quote on all items including Optional Items. Failure to quote on all items may be

cause for rejection of the proposal.

Optional Iltems may be exercised at any time after contract award within the calendar days

specified below. The Contracting Officer may exercise the Optional Iltems by written notice to the
Contractor, postmarked within the period specified. The Government may exercise any, all or none of the
listed Optional Items in any order.

No additional time for contract completion will be allowed when an Optional Item is exercised.

W912DR-04-R-0062
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PART | - THE PRICE SCHEDULE
SECTION 00010 - SUPPLIES OR SERVICES AND PRICES

Optional Item Number Calendar Days After Contract Award
0009 365
0010 365
0011 90
0012 90
0013 90
0014 90
0015 90
0016 90
0017 90
0018 90
0019 90
0020 90
0021 90

EVALUATION OF OPTIONS: Except when it is determined in accordance with FAR 17.206(b) not to be in
the Government's best interest, the Government will evaluate offers for award purposes by adding the total
price for all options to the total price for the basic requirements. Evaluation of options will not obligate the
Government to exercise the option(s). (FAR 52.217-5 JUL 1990)

W912DR-04-R-0062
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CGeneral Purpose Warehouse - Revised Nov 08, 2004 GPWREI SS

SECTI ON 11161

DOCK LEVELERS
03/ 03

PART 1 GENERAL

1

1 REFERENCES
The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.
NATI ONAL ELECTRI CAL MANUFACTURERS ASSOCI ATI ON ( NEMA)
NEMA | CS 2 (2000) Industrial Controls and Systens:
Controllers, Contactors, and Overl oad
Rel ays Rated 600 Volts

NEMA | CS 6 (1993; R 2001) Industrial Control and
Systems: Encl osures

NEVA MG 1 (1998) Mdtors and Generators
NATI ONAL FI RE PROTECTI ON ASSCCI ATl ON ( NFPA)

NFPA 70 (2002) National Electrical Code
UNDERWRI TERS LABORATORI ES (UL)

UL 943 (1993; Rev Thru Apr 2002) G ound-Fault
Circuit-Interrupters

.2 DEFI NI TI ONS

2.1 I ndustrial Dock Level er

A manufactured structure designed to span and conpensate space and hei ght
differentials between a | oading dock and freight carrier to facilitate
safe, efficient, freight transfer

. 2.2 Adj ust abl e Loadi ng Ramp

Synonym for Fi xed Type Industrial Dock Leveler.

. 2.3 Fi xed Type Industrial Dock Level er

A dock leveler that is permanently affixed to the dock structure, and
usual l'y incorporating an electro-hydraulic systemto position the dock
leveler with respect to the freight carrier at the lip end while being
fixed at the opposite hinged end.

. 2.4 Vel ocity Fuse

A valve or simlar device that goes into the hydraulic line. |If the dock
| evel er becones inadvertently or accidentally unsupported, this fuse wll
freeze the novenent of dock leveler within 100 mm of the dock |eveler

SECTION 11161 Page 1
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ori ginal position.
.2.5 Carrier

A wheel ed, enclosed trailer or container that, when attached to a
heavy-duty truck or van, is used to carry bulk freight over |ong distances.

.3 SUBM TTALS

CGovernment approval is required for submittals with a "G designation;
submittals not having a "G' designation are for information only or as
ot herw se designated. Wen used, a designation followi ng the "G'
designation identifies the office that will review the submittal for the
CGovernment. The followi ng shall be subnmitted in accordance with Section
01330 SUBM TTAL PROCEDURES:

SD- 02 Shop Drawi ngs
Detail Drawi ngs; G AR

Dr awi ngs depi cti ng di nensi ons, tol erances, surface finishes,
hardnesses, flush edge angles, nethod of nounting and anchori ng,
and |ight conmunication wring di agram

SD- 03 Product Data

Loadi ng Dock Levelers; G AR
Dock Bumpers; G AR

Dock Seals; G AR
Li ght Conmuni cation System G AR

Data including a conplete list of equipnent and materials,
manuf acturer's descriptive and technical literature, performance
charts and curves, catalog cuts, and installation instructions.

SD-10 Operation and Mai ntenance Data
Operating and Mai nt enance Instructions; G AR

Si x copies of operation and six copies of maintenance nanual s for
t he equi pnent furnished. One conplete set shall be furnished prior
to perfornmance testing and the renmi nder shall be furni shed upon
acceptance. Qperating nmanuals shall detail the step-by-step
procedures required for system startup, operation, and shut down.
Operating manual s shall include the manufacturer's nane, node
nunber, parts list, and brief description of all equipnent and
their basic operating features. Maintenance nanuals shall |ist
routi ne mai ntenance procedures, possible breakdowns and repairs,
and troubl eshooting guides. Mintenance nmanual s shall include
pi pi ng and equi prent | ayout and sinplified wiring and contro
di agrams of the systemas installed. After approval of the detai
drawi ngs, and not later than 3 nmonths prior to the date of
beneficial occupancy, spare parts data for each different item of
mat eri al and equi pnent specified are required. The data shal
include a conplete list of parts and supplies, with current unit
prices and source of supply and a list of the parts recomended by
the manufacturer to be replaced after 1 and 3 years of service.

SECTION 11161 Page 2
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1.

Loadi ng Dock Levelers; G AR

Subnmit Data Package 3 for Dock Leveler in accordance with Section
01781 OPERATI ON AND MAI NTENANCE DATA.

4 GENERAL REQUI REMENTS

Materi al s and equi prent shall be the standard products of a manufacturer
regul arly engaged in the manufacture of the products and shall essentially
duplicate itens that have been in satisfactory use for at least 2 years
prior to bid opening. Equipnent shall be supported by a service

organi zation that is, in the opinion of the Contracting Oficer, reasonably
convenient to the site.

.5 NAMEPLATE

Attach corrosion-resistant netal plate securely and legibly on the exterior
surface of the dock leveler. Include the follow ng information indented or
enbossed on the plate:

a. Description of the equipnent: Describe procedures for operating
and services equi prent, and warni ngs or cautions of hazardous
procedures.

b. Name of the manufacturer

c. Serial and nodel nunber.

d. Rated capacity in kil ograns .

e. Shi pping wei ght.

f. Date of manufacture (nonth and year).

.6 DELI VERY AND STORAGE

Mat chmark and tag parts which are di sassenbled for shipnment with netal
tags. Provide waterproofed tags and markings. Equi pnent delivered and
pl aced in storage shall be stored with protection fromthe weat her,

hum dity and tenperature variation, dirt and dust, or other contam nants

.7 MANUFACTURER S REPRESENTATI VE

Furni sh services of Fixed Type Industrial Dock Level er technicians,
experienced in installation and operation of the type of system being
provi ded, to supervise installation, testing, adjustnent of system and
instruction to Government personnel

. 8 QUALI TY ASSURANCE

.8.1 Det ai | Draw ngs

Subnmit drawings with conplete wiring, schematic diagrans, and any ot her
details required to denpnstrate that the system has been coordi nated and
will properly function as a unit. Detail draw ngs shall show proposed

| ayout and anchorage of equi pment and appurtenances. Detail draw ngs shal
show the concrete pit details including flush edge angles, dock bunpers,
and sloped pit bottom method of nmounting and anchoring; and |ocation of
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control stations and di sconnect swi tches.
1.8.2 Verification of D nensions

After becoming famliar with all details of the work, the Contractor shal
verify all dinensions in the field, and shall advise the Contracting
Oficer of any di screpancy before perform ng the work.

PART 2 PRODUCTS
2.1 LOADI NG DOCK LEVELERS

Loadi ng dock | evel ers shall be pernanent type, and shall have m ni mum
performance characteristics based on the foll ow ng:

a. Service Period
(1) Nunber of shift operations shall be 1
(2) Maxi mum nunber of trailers serviced per shift per dock opening
shal | be 5.
(3) Maxi mum nunber of days of operation per week shall be 5.

b. Fork Lift Loads:
(1) Leveler shall be designed to accombdate 4 wheel fork trucks.
(2) Leveler shall be designed to handle 5,670 kil ogram gross static
| oad.
(3) Load leveler design shall be based on nunber of cycles per
| oadi ng/ unl oadi ng operation per truck and shall be 32.

Loadi ng dock | eveler shall be electro-hydraulic type with safety lip and
electric notor and hydraulic punp operating a hydraulic cylinder that

adj usts dock | eveler board position. Make provision for naintenance access
to understructure and lifting mechanism Provide steel tread plate lip and
pl atform hinged and supported from beneath by steel franework that
contains lifting, positioning, and | owering assenbly. Ensure that platform
surface is flush with surrounding floor surface of |oading dock when not in
service. Provide OSHA-conplaint integral positive restraint when | evel er
is in maintenance position.

2.1.1 Envi ronment al Requi renent s

Design, fabricate, and finish loading ramp to permt washing with water and
detergents, and operating in an anbient tenperature fromminus 17 degrees C
to 43 degrees C .

2.1.2 Dock Level er Hei ght Adjustnent

Provide a ranmp whose incline can be adjusted to suit the height of the

freight carrier. Allowthe loading ranmp a mninmumof 660 nm of vertica

adj ustnent. Height adjustnents shall be divided 355 mm above and 305 mm
bel ow t he dock | evel to provide coverage between 915 mm and 1575 mm

above grade.

2.1.3 Dock Level er Extensi on and Retraction

Ext end non-fixed end of the dock leveler froma retracted position behind
the line of the |oading dock platformbunpers to at |east 406 nm beyond
the forward edge of the dock platformbunpers so as to rest on the bed of
the freight carrier. The difference in length of the platformfromits
fully retracted position to its fully extended position shall be
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practically constant throughout the ranp, including the ranp extension
2.1. 4 Loadi ng Ranp Conpensati on

Provi de automatic conpensation with ranmp platformloaded or unl oaded for:
2.1.4.1 Freight Carrier Qut of Leve

Qut of level freight carrier bed condition (difference in elevation from
side to side at the rear of the carrier bed): A low a mninumcorrection
of 25 mm for each 450 mm and maxi num 100 nm correction of ranmp width
over the width of the ranp. Ensure the rear edge of the ranmp parallel with
the rear of the frame in order to prevent tripping or be a pinching hazard.

2.1.4.2 Loadi ng and Unl oadi ng of the Freight Carrier

El ectro- hydraulic dock |evelers shall provide full working range free-fl oat
to automatically conpensate for varying trailer bed heights. Wen the lipis
extended so as to rest on the bed of nmotor truck or trailer, provide
conpensation of 100 mm for carrier spring deflection so that contact wll
be mai ntai ned between lip and carrier bed.

2.1.5 Saf ety Devi ces

2.1.5.1 El ectro- Hydraul i ¢ System
Provi de velocity fuse, ballcheck valve, or other device to automatically
prevent a drop of nmore than 100 mm of the lip, should the freight carrier
move away fromthe dock |eaving the Iip unsupported. Activate this device

with a static, dynanmic, or inpact |oad exceeding 10 percent of the rated
| oad on the |ip and ranp.

2.1.5.2 Safety Lip
Provide a steel barrier safety lip to prevent vacant dock drop-off
protection that is an integral part of the leveler and is positioned
automatically when the leveler returns to a stored position. The barrier
shal | nove out of the way to provide unobstructed end-|oad access.
2.1.5.3 Dock Bunpers

Provide ranp and | oad dock face with | am nated rubber, tire-fabric, or
equi val ent dock bunpers recomrended by the dock | evel er nmanufacturer

2.1.6 Rat ed Capacity

In conformance with ANSI MH30.1(2000) For the Safety, Perfornmance and
Testing of Dock Leveling Devices Specifications.

2.1.7 Ranmp Load Carrying Surface
The live load carrying surface of the ranp shall be 2150 mm plus or m nus

75 mm wide and 3400 mm plus or mnus 225 mm long with the dock |eveler
lip retracted.
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2.2  OPERATION
2.2.1 El ectro-Hydraulic Control

Provi de each dock leveler with a multiple pushbutton station to activate
nmot or, punp, and val ves.

2.2.1.1 Pushbut t on

Heavy-duty dust tight and oil tight type rated in accordance with NEMA I CS 2
Part |1 CS2-216 for alternating current. To prevent accidental operation and
damage, ensure each button to be recessed in its station or be protected by
a peripheral collar (ring) or shroud. Indelibly identify each pushbutton

by neans of cast or etched letters on the station. Provide energency

"STOP" button of nonentary type with manual reset or continuous pressing
(constant pressure) type. This stop button shall stop all dock |eveler
movenent, regardl ess of the position of the ranp or Iip at the tine the
"STOP" button is depressed.

2.2.1.2 H nged Li p Ranp Movenent
Apply continuous pressure on the "UP'" button to raise the |oading ranp,
descend the Iip onto the bed of the freight carrier. |If lip has been fully
extended and placed on the trailer bid once the freight carrier has
departed, the |lip shall automatically fall or retract to its down position
and the ranp shall return to its stored dock | evel position. The ranp, in
its stored position, shall have the capability of being | owered bel ow dock
| evel without fully extending the lip of the ranmp to service truck end

| oads whi ch may be | ower than | oadi ng dock surface position. Allow 4 to 6
seconds to fully extend or retract the lip. Wen continuous pressure is
applied to the "UP' button and the |oading ranp is raising, by applying
continuous pressure to the "STOP" button, the ranp will stop its novenent
and the lip shall fully extend.

2.2.1.3 Dock Door Interlock

Provide Iimt switches at dock doors with power operated dock |evelers to
det ect door closed and door fully open conditions, connect with |eveler
controller to prevent operation of |eveler when door is closed and all ow
operation of |eveler when door is fully open

2.3  CONSTRUCTI ON AND NMATERI ALS
Construct all load carrying parts of forged or wel ded steel
2.3.1 Structure

The entire live load carrying surface of the ranp and rear attachnent shal
be not less than 6 mMmm thick, 350 MPa minimumyield strength, |ow all oy,
nonski d steel tread plate. Provide nminimum 16 mm vertical projections on
the live |l oad carrying surface. Bevel the Iip or ranmp extension. Design

| oad carrying surfaces to permt free novenment of powered hand or platform
trucks, low lift pallet trucks, and fork lift trucks. Fabricate lip hinge
of not less than 6 nm wall seanl ess steel tubing.

2.3.2 Toe Guards or Skirts

Provide full operating range toe guards, sides or edges, except front and
rear edges, of the ramps which rise above the surrounding | oading dock with
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sheet carbon steel skirts or toe guards of minimum 1.8 nm nonina

thi ckness. Toe guards or skirts shall be snmpoth faced and nounted flush
with the edges of the ranp surface. Ensure sufficient depth of toe guards
or skirts to protect the full operating range of dock travel. Ensure the
construction capable of resisting a mininumlateral force of 4.5 kg wth a
maxi mum defl ection of 13 mm.

2.4 ELECTRO- HYDRAULI C SYSTEM

Provi de a separate and conpl ete system for each dock | eveler. Include an
electric notor, motor drive, hydraulic punp, hydraulic ram pressure relief
valve, fluid reservoir, strainer, filter, hydraulic control-valve
cylinders, hose, piping, fittings, and hydraulic fluid. Incorporate a
means for filling and draining hydraulic fluid. Design cylinders, punp,
and control valves to withstand not |ess than 150 percent of the design
operating pressure. Provide hydraulic hose, fittings, pipe, and tubing

wi th working pressures based upon a mininum4 to 1 safety factor of
bursting pressure.

2.5 ELECTRI CAL REQUI REMENTS

NFPA 70, NEMA ICS 2, NEMA ICS 6 and NEMA MG 1. Electrical characteristics
shal |l be 460 volt, three phase, 60 Hz alternating current power supply.
Provide all electrical equipnent on the |oading ranp. Provide

i nterconnecting wiring for conponents of packaged equi pnent as an integra
part of the equipnent. Include notor, switches, junction box, conduit,
wiring cables, panel enclosed control station, notor controller, heater
coils, tiner, transforner, term nal blocks, and fuses. Provide NEMA ICS 6
Type 4, electrical enclosures. Color code all wiring. Electrical work
shall conformto Section 16415A ELECTRI CAL WORK, | NTERI OR

2.5.1 Mot or

Conformto NEMA MG 1 and continuous duty or 60-mnute time rated,
industrial type, single speed rated for operating conditions. Provide
electrical insulation systens conforming to NEMA MG 1, Cass B. Provide
permanently lubricated antifriction ball or roller bearings. Each

el ectrohydraulic | oading dock | eveler shall be equipped with a totally
encl osed non-ventilated (TENV) squirrel cage induction electric notor.

2.5.2 Control s
NEMA I CS 2, size 0 controller for heavy industrial service. Provide an
electrically operated, full magnetic, nonreversing type controller for the
not or.

2.5.3 Tr ansf or ner
Total ly encl osed, self-cooled, dry type. Feed the transformer fromthe
| oad side of the main disconnecting device. |Incorporate circuit breakers
with ground fault interrupting protection conformng to UL 943.

2.6  ACCESSORI ES

2.6.1 Dock Seal s
Foam dock seals with a fixed head pad over side pads. Si de pads shall be

bevel ed or adjustable head curtain. Provide base |ayer of 22 ounce vinyl
fabric with arnor pleat 40 ounce vinyl fabric on the side pads and ends of
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the head pad or head curtain, 200 nm nom nal exposure. Size dock seal to
fit door opening, grade approach (level, incline, decline) and
configuration of tractor-trailer trucks to be serviced.

2.6.2 Dock Bunpers

Provi de bunpers capabl e of sustaining repeated inpacts fromtrucks or
trailers wthout danage to the dock, dock |evelers, or bunpers

2.6.3 Li ght Conmuni cati on System

Manual |y operated inside and outside |ight package with inside and outside
signs, UL listed. Cearly visible green and red lights in pol ypropyl ene
housing. Electrical characteristics shall be 120 volt, single phase, 60
Hertz, 5 anps mininum Mnually control sw tch changes between green and
red frominside the building; mddle switch position provides red-red
safety condition. Lights at sectional overhead doors shall be

i nterconnected to door operation. Provide one inside and two outside
caution signs.

PART 3 EXECUTI ON
3.1 | NSTALLATI ON

Install and adjust in accordance with NFPA 70, and manufacturer's approved
detail drawings. Install controls so operator can see dock leveler while
mani pul ati ng control s.

3.1.1 Pi t

Do not pour the pit for the adjustable |oading ranp until the design and
detail draw ngs have been approved. |If the pit size is limted by
construction conditions involved, alter the dock |eveler equipnment to fit
the pit. dearly indicate these alterations or nodifications on the

drawi ngs. Check and verify appropriate neasurenents at the building. The
cl earances between the ranmp and pit shall not exceed 50 mm.

3.1.2 M scel | aneous Met al wor k
Secti on 05500A METAL FABRI CATI ONS
3.2 CLEANI NG, TREATMENT AND PAI NTI NG

I n accordance with manufacturer's standard practice, shop clean, treat and
pai nt ferrous surfaces including platform lip, frane, springs, notor, punp,
cylinders, valves, and any other non-cadm um pl ated or non-gal vani zed
surface (but not including bearings, gear contact surfaces, parts protected
by lubrication, or other surfaces not usually painted or coated). Ferrous
surfaces shall be cleaned and the base netal protected with an application
of Rustoleumpaint with a thickness of 0.062 to 0.075 nm followed by a
final coat of standard priner with a thickness of 0.062 to 0.075 nm .
Nonferrous parts shall be protected against corrosion as necessary. Provide
slip-resistant, abrasive topcoat at platformand |ip.

3.2.1 Wor kmanshi p
Conduct field touch-up work as to avoid damagi ng ot her surfaces and public

property in the area. Do not apply field applied paint during foggy, danp,
rai ny weather, or the anbient tenperatures below 7 degrees C and above 35

SECTION 11161 Page 8



CGeneral Purpose Warehouse - Revised & Rei ssued by Anendment 7 GPWREI SS

degrees C .
3.2.2 Dissimlar Metals Protection

Insul ate control surfaces by electrolytically inactive material s.
3.2.3 Fi ni sh Coat Col or

Brilliant yellow and black. Paint 75 mm w de black and yel | ow di agona
stripes on all vertical surfaces of pit, skirts, and platform edges exposed
above adjacent surfaces at any ranp position. Paint simlar stripes on top
of ranp surfaces in 150 nm w de band around outsi de edges (except for
fixed edge).

3.3 FI ELD TESTS

3.3.1 Accept ance Tests

Perform an acceptance test in the presence of the dock |evel er manufacturer
and the Contracting Oficer. Conduct operation of the equi prment through
all of its notions and operations.

3.4 I NSTRUCTI ON TO GOVERNVENT PERSONNEL

Upon conpletion of the work and at a tine designated by the Contracting
Oficer, the services of a conpetent Technician regularly enpl oyed or

aut hori zed by the manufacturer of the dock |eveler shall be provided for
instructing Governnment personnel in the proper operation, maintenance,
safety, and energency procedures of the dock |eveler. The period of
instruction shall be not less than 4 hours. The training shall be
conducted at the job site or at any other location nutually satisfactory to
the CGovernment and the Contractor. The Contractor shall submit Operating
and Mai ntenance Instructions as specified in the Submttals paragraph

-- End of Section --
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